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FASC 2x1,5 mm2, 250V

KONSTRUKSJON

Leder Flertrådet fortinnet kobber 19 x 0,30 mm
Lederisolasjon PVC
Oppbyggning 2 ledere tvistet sammen 
Ytterkappe PVC, hvit, RAL 9003

TEKNISKE DATA

Ledermerking Sort og hvit
Maks ledertemperatur + 70°C
Isolasjonsmotstand Min. 100 MΩ x km
Kapasitans Max. 150 nF/km
Driftsspenning Um Maks 250V 
Testspenning (AC 50 Hz) 1200V 
Temperaturområde - 30°C til + 70°C
Bøyeradius 15 x ytterdiameter

STANDARDER / 
MATERIALEGENSKAPER 

Flammehemmende IEC 60332-1-2

Standard i hht. HD 624.1 og kundespesifikasjoner

CPR Eca

Uskjermet signalkabel til brann-, tale- og alarmsystemer. 
Nominell spenning opp til 250V. Egnet for innendørs bruk.
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Brann-, tale- og alarmsystemer

www.birtaskablo.com 
www.birtascable.eu 

 
 
 

                                 
  
          
     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

     

Cross Sections 

FASC - 250V    
FIRE/VOICE/ALARM  CABLE 
 
 

 CABLE DESIGN 

Conductor : Stranded tinned copper  with 19 x0,30 mm 

 Insulation : PVC  compound 

Core 
identification : Balck and white   

Lay-up : Cores twsited together in optimum pitch 

Outer sheath : PVC  compound, RAL 9003, White 

 

TECHNICAL DATA 
Standard : Designed accrding to HD 624.1 & 
  Customer spec 
Max. Conductor temp. : +70oC 
Insulation resistance : Min. 100 MΩ x km 
Capacitance : Max. 150  nF/km 
Rated  voltage , Um : 250 V 
Test voltage (AC 50 Hz) : 1200 V 
Min. Bending radius : 15 x Cable diameter 
Temperature range : -30oC to +70oC 
Flame Test : EN 60332-1-2 

 

APPLICATION:  These   unscreened  signal  cables are used for  fire, voice and  alarm systems with rated voltage up to 250 V. They are for indoor 
applications. 

 

No. of cores 
x Cross section  

(mm 2 ) 

Approx. 
Outer 

Diameter  
( mm ) 

Copper Weight  
 (Kg/km ) 

Approx. Cable Weight  
( Kg/km ) 

2x1,5 6,00 26 65 
 

 

CABLE PRINT: “FASC  2 x 1.5 mm2    > FIRE/VOICE/ALARM  <  >  IEC 332-1-2 < HD 624.1 < P.NO MILTRONIC AS  … mt” 

Elnr. Art.nr Type Ytterdia Vekt kg/km
1085907 83117300 FASC 2x1,5mm2 6,0 65

LAPP NORWAY AS

LAPP Norway (tidligere Miltronic) tar forbehold om eventuelle skrive/datafeil, samt endringer uten varsel
Kontakt oss på tlf. 32 26 13 00 eller epost: sales.no@lappgroup.com www.lapp.no


