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FASA-S HF 250V, 2X1/3 PSC... 0,6mm

KONSTRUKSJON

Leder Massiv kobber 1,0 mm
Lederisolasjon HF Ø 2,1 mm
Oppbyggning 2 ledere tvistet sammen 
Fyllkappe Halogenfri
Skjerm Aluminumstape med 3x0,6 mm Ø fortinnede kobberledere
Ytterkappe Halogenfri, hvit

TEKNISKE DATA

Lederfarge Sort og blå
Ledermotstand 1,0 mm: max 49Ω x km (loop)
Maks ledertemperatur + 70°C
Isolasjonsmotstand Min. 100 MΩ x km
Driftsspenning Um Maks 250V 
Testspenning (AC 50 Hz) 1500V 
Temperaturområde - 30°C til + 70°C
Bøyeradius 15 x ytterdiameter

STANDARDER / 
MATERIALEGENSKAPER 

Flammehemmende IEC 60332-1

Standard NO1VA5V-U

Halogenfri, HF isolert og skjermet signalkabel til bruk i 
alarmanlegg. Egnet for innendørs- og utendørs bruk.
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Halogenfri brannalarm-kabel
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Cross Sections

FASA-S HF 250 V 2x1/3 psc…0,6 mm
FIRE ALARM CABLE, HALOGEN-FREE

CABLE DESIGN

Conductor : Solid bare copper; 1,00 mm

Insulation : HF compound , Ø 2,10 mm

Core identification : Blue & Black

Lay-up : Two cores twisted together in optimum pitch

Bedding : Halogen-free compound

Screen : Metal sheath; aluminium tape with 3x0,6 mm Ø 
(tinned copper) drain wires

Outer sheath : Halogen-free compound, White

TECHNICAL DATA
Conductor resistance : 1,0 mm : max. 49 Ω/km (loop)
Max. Conductor temp. : +70oC
Insulation resistance : Min. 100 MΩ x km
Rated  voltage , U/Uo : Max. 250 V
Test voltage (AC 50 Hz) : 1500 V
Min. Bending radius : 15 x Cable diameter
Temperature range : -30oC to +70oC
Flame Retardant Test : IEC 60332-1
Standard : N01VA5V-U

APPLICATION: These halogen-free , HF compound insulated and screened signal cables are used for fire alarm systems. For indoor and outdoor
applications.

No. of cores
x Cross section 

(mm )

Approx.
Outer

Diameter 
( mm )

Copper Weight 
(Kg/km )

Approx. Cable Weight 
( Kg/km )

2x1 /3 psc…0,6 7,10 23 85

Elnr. Art.nr Type Ytterdia Vekt kg/km
1085957 83117342 FASA-S HF 2X1/3psc... 0,6mm 7,1 85
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