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MCB's S200 OV
Data sheet

The S200 OV Miniature circuit 
breaker is the perfect solution for a 
complete protection against 
overcurrent and shortcircuit.
This serie ensure, at any time and 
under any condition, the safety of 
all  facilities and related equip-
ment.

Main technical features
• S200 OV is a 2P, 3P and 3P+N MCB compliant
to product standard IEC/EN 60898-1 and with 
the following main technical features:

• Breaking capacity 10 kA
• Tripping characteristics OV
• Rated current from 25 to 63 A
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MCB's S200 OV
Technical data

S200 OV DS201 DS201 M DS201 M 110V 
Regulations                                                                                  IEC/EN  60898-1, 60947-2 

Electrical 
features

Number of poles 2P, 3P, 3P+N

Rated current In A 25 ≤ In ≤ 63

Rated voltage Ue V 240-415      230-240 230-240 230-

Insulation voltage Ui V 500 V AC 500 V AC 500 V AC 500 V 

AC Overvoltage category                                                                                                                             III      III III III 

Pollution degree           2      2 2 2 

Rated frequency                                                  Hz 50 50/60 50/60 50/60 

Rated breaking capacity
acc. to IEC/EN 60898-1 

Icn A 10000 6000 1000010000

Rated breaking capacity
acc. to IEC/EN 60947-2 (only referring to short 
circuit test)

15 

6000 6000 6000

6000 up to 25 A; 4500 for 32A and 40A 6000 up to 25 A; 4500 for 32A and 40A 6000 up to 25 A; 4500 for 32A and 40A

■ ■

■ ■

NA 

ultimate Icu kA 15 (for 2P), 30 (for 3P and 3P+N) 15

service Ics kA 7.5 7.5

Rated impulse withstand voltage (1.2/50) Uimp kV 4 kV 4 kV 4 kV 4 kV

Dielectric test voltage at ind. freq. for 1 min. kV 2.5 kV (50 / 60Hz, 1 min.) 2.5 kV (50 / 60Hz, 1 min.) 2.5 kV (50 / 60Hz, 1 min.) 2.5 kV (50 / 60Hz, 1 min.)

Thermomagnetic release - characteristic                      OV: 10 In ≤ In ≤ 20 In                               ■

NA for A, AC versions; 3000 for APR version NA for A, AC versions; 3000 for APR and F version 
NA

Mechanical 
features

Insulation group II, Black RAL 9005,  
sealable in ON-OFF positions

Insulation group II, Black RAL 9005,  
sealable in ON-OFF positions

Insulation group II, Black RAL 9005,  
sealable in ON-OFF positions

3ycles with 55°C/90-96% and 25°C/95-100% 28 cycles with 55°C/90-96% and 25°C/95-100% 28 cycles with 55°C/90-96% and 25°C/95-100% 

Housing Insulation group I - II, RAL 7035 Insulation group I - II, RAL 7035 Insulation group I - II, RAL 7035 Insulation group I - II, RAL 7035 

Toggle Insulation group II, Black RAL 9005,
sealable in ON-OFF positions

Electrical life operations 10000 10000 10000 10000

Mechanical life operations 20000 20000 20000 20000 

Protection degree acc. to EN 60529 housing IP2X IP4X IP4X IP4X

terminals IP2X IP2X IP2X IP2X

Vibration resistance (in x, y, z direction) (IEC 77/16.3)         3g                                                               0.1 mm or 1 g - 20 cycles at 5…150…5 Hz 0.1 mm or 1 g - 20 cycles at 5…150…5 Hz 0.1 mm or 1 g - 20 cycles at 5…150…5 Hz

Tropicalisation (acc. EN 60068-2/DIN 40046)       °C/RH +55C°/95% RH

Reference temperature for setting of thermal element °C 30  28 c

Ambient temperature (with daily average ≤ +35 °C) °C -25…+70 -25…+55 -25…+55 -25…+55 

Storage temperature °C -55…+70  -40…+70  -40…+70  -40…+70
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Supply from                                                                                    Top/Bottom terminals

Dimensions (H x D x W)                                         mm     86 x 68 x W  85 x 69 x 35 85 x 69 x 35 

85 Weight per module                                                                                                      g    120

Dimensions    
and weight

Terminal capacity
Rigid cable min/max (top)                                                                                               mm² 1/35

Flexible cable min(*)/max (top)                                                                                     mm² 0.75/25

Rigid cable min/max                                                                                                          mm² 1/35
Flexible cable min(*)/max (bottom)                                                                             mm² 0.75/25

Terminal 
capacity
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We reserve the right to make technical 
changes or modify the contents of this 
document without prior notice. With re-
gard to purchase orders, the agreed par-
ticulars shall prevail. ABB AG does not ac-
cept any responsibility whatsoever for 
potential errors or possible lack of infor-
mation in this document.

We reserve all rights in this document and 
in the subject matter and illustrations con-
tained therein. Any reproduction, disclo-
sure to third parties or utilization of its 
contents – in whole or in parts – is forbidden 
without prior written consent of ABB AG. 
Copyright© 2019 ABB
All rights reserved
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MCB's S200 OV
Dimensions and connections

—
Overall dimensions S200 OV 2P
All measurements in mm
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—
Overall dimensions S200 OV 3P
All measurements in mm

—
Overall dimensions S200 OV 3P+N
All measurements in mm
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