
ONNLINE SAMLESKINNER

Tabell Onnline Samleskinner
                          
                       Onnline Elnummer:
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Type automat:                         

Jordfeilautomat, 3 moduler. 2-fase

Jordfeilautomat, 3 moduler. 3-fase

Jordfeilautomat, 1+N. 2-fase 2 3 5 6 8

Jordfeilautomat, 1+N. 3+N fordeling 6 9

Automatsikring 2 pol, 2-fase 2 3 5 6 8

Automatsikring 2 pol, 3 fase 3 4* 6 8 9

Automatsikring 2 pol, 3+N

Automatsikring 3 pol, 3 fase 2 3 4 5* 6 6* 6 9

Automatsikring 3+N, 3+N fordeling

Tabellen viser hvor mange sikringer av typen man kan 
koble sammen med samleskinnen/elnummer.

* = Her må man benytte beskyttelseshette, elnummer 1692013.

Onnline samleskinner kan benyttes til alle markedets 
automater med gaffeltilkobling.

• Spar opptil 30% av tiden kontra kapping og endedeksel

• Standard ”pitch” på 17.8mm, passer alle merker med gaffeltilkobling 

• 10mm2

• Lett å skjøte

Bildet under viser skjøting
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Eurovario – The system with the advantages 

                                                            

                   

The flexible connection system has got a further advantage 

  Eurovario deliverable in 16mm² from now 
With this universal bus bar system you will safe a lot of time!  
No sawing, cutting, burring, putting endocvers – no more time consuming fitting. 

Just set – tighten - finished! 

For pins you do not need it is possible to cover them for accidental touching. 

Further connections or prolonging is no problem (listed above).  

Because of double mounting you will reach a double as high cross section at  
the interfaces or even at the whole bus bar. 
This will reduce the temperature.  

With the new, stronger form of 16mm² it is possible to reach cross sections up to 32mm²  













Tekniske Data
Max spenning ihht. IEC IEC 664, 500V (40°)

Max strøm 63A

Max kortslutningsstrøm 30kA

Isolasjonsmateriale Ultramid type A3K / KR4205 (BASF)

Flammeklasse UL94-V0


