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#30261
black

score dimension 148 x 210 mm
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4x

HB ALU REFLECTOR 415
EAN 4058075844568

HB ALU REFLECTOR 500
EAN 4058075844582

4x

1x 1x
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HB PC REFRACTOR 415
EAN 4058075844605

HB PC REFRACTOR 500
EAN 4058075844629

4x

1x 1x

4x



HB ALU REFLECTOR 75W-200W HB PC REFRACTOR 75W-200W
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n B16A C10A C16A 
lnrush current(A)

Inrush charge time
Th50(us)

Leakage current (mA) at 240VAC 60Hz
(Max Vin and Frequency)

HB P 75W 840 70DEG IP66 PS

15 12 19 17.8 332 0.245
HB P 75W 840 110DEG IP66 PS

HB P 75W 865 70DEG IP66 PS

HB P 75W 865 110DEG IP66 PS

HB P 150W 840 70DEG IP66 PS

13 10 16 25.8 376 0.290
HB P 150W 840 110DEG IP66 PS

HB P 150W 865 70DEG IP66 PS

HB P 150W 865 110DEG IP66 PS

HB P 200W 840 70DEG IP66 PS

9 8 12 24 350 0.315
HB P 200W 840 110DEG IP66 PS

HB P 200W 865 70DEG IP66 PS

HB P 200W 865 110DEG IP66 PS
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