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Produktdatablad
Karakteristikker

VW3A95814
UL Type 1 kit ATV320C 2,2 til 4kW 3x400V
eller 3x600V

Teknisk informasjon
Produktspekter Altivar
Tilbehør / separat del
kategori

Montering og innfestingstilbehør

Tilbehør / type del Kit for UL type 1 konformitet
Kompatibilitet Variable speed drive ATV320...C på 2,2 kW,

380...500 V, Tre-fase
Variable speed drive ATV320...C på 3 kW, 380...500
V, Tre-fase
Variable speed drive ATV320...C på 4 kW, 380...500
V, Tre-fase
Variable speed drive ATV320...C på 2,2 kW,
525...600 V, Tre-fase
Variable speed drive ATV320...C på 4 kW, 525...600
V, Tre-fase

Tilbehør / separat del
betegnelse

Frekvensomformer

Komplementær
Serie kompatibilitet Altivar Machine ATV320
Sammensetning Mechanical device
Montasjeplassering Underside of drive

Miljø
Standarder UL Type 1

Packing Units
Forpakning 1 vekt 0,550 kg
Forpakning 1 høyde 1,740 dm
Forpakning 1 bredde 1,810 dm
Forpakning 1 lengde 1,840 dm

Offer Sustainability
REACh-regelverk REACh-erklæring
REACh fri for SVHC Ja
EU RoHS-direktiv Proaktivt i samsvar (Produktet inngår ikke i EUs RoHS direktivet) EU RoHS-

erklæring
Kvikksølvfri Ja
Informasjon om RoHS-unntak Ja
Kinas RoHS-forskrift Kinas RoHS–Erklæring

Contractual warranty
Garanti 18 måneder

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=432941374&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=432941374&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=432941374&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=432941374&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=432941374&lang=no

