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Produktdatablad
Karakteristikker

LAD9SD3
D40A-D65A Y/D kit

Teknisk informasjon
Produktspekter TeSys d
Serie TeSys

Linergy
Kortnavn utstyr LAD9
Produkt eller type
komponent

Kit for stjerne-delta

Antall poler 3P
Kompatibel med TeSys D
Produktkompatibilitet LC1D40A

LC1D50A
LC1D65A
LC1D80A

Komplementær
Sammensetning Mekanisk sperre

Sett av strømtilkobling
Tidsforsinkelse kontaktblokk LAD S2

Vekt 0,38 kg

Packing Units
Enhetstype forpakning 1 PCE
Antall enheter forpakning 1 1
Forpakning 1 vekt 273 g
Forpakning 1 høyde 6 cm
Forpakning 1 bredde 13 cm
Forpakning 1 lengde 16 cm

Offer Sustainability
REACh-regelverk REACh-erklæring
EU RoHS-direktiv I samsvar EU RoHS-erklæring
Kvikksølvfri Ja
Informasjon om RoHS-unntak Ja
Kinas RoHS-forskrift Kinas RoHS–Erklæring
WEEE Innen EU må produktet avhendes i henhold til bestemte regler for

avfallshåndtering og aldri kastes som husholdningsavfall.

Contractual warranty
Garanti 18 months

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=55997571&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=55997571&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=55997571&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=55997571&lang=no

