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Produktdatablad
Karakteristikker

NSYAEDH40TB
2 HENGSLER FOR DEKSEL HT40mm

Teknisk informasjon
Serie Thalassa
Produkt eller type
komponent

Hengsle

Anwendung Multi-purpose
Nennmaße des
Gehäuses

-

Kompatibel med Thalassa TBS, TBP bokser, cover H: 40
Sammensetning Festeelementer

2 x hengsle
Antall pr. sett Sett á 1

Komplementær
Festemetode Med skruer - på dekselet lokasjon

Ved å feste elementet - bakre lokasjon
Operating angle 200 °
Maximum load 10 kg/m2
Vekt 0,035 kg

Packing Units
Forpakning 1 vekt 0,035 kg
Forpakning 1 høyde 30,000 mm
Forpakning 1 bredde 80,000 mm
Forpakning 1 lengde 100,000 mm

Offer Sustainability
REACh-regelverk REACh-erklæring
REACh fri for SVHC Ja
EU RoHS-direktiv Proaktivt i samsvar (Produktet inngår ikke i EUs RoHS direktivet) EU RoHS-

erklæring
Fri for giftige tungmetaller Ja
Kvikksølvfri Ja
Informasjon om RoHS-unntak Ja
Kinas RoHS-forskrift Kinas RoHS–Erklæring

Contractual warranty
Garanti 18 months

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=10177301&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10177301&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10177301&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10177301&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=10177301&lang=no

