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Tekniske data Universaldimmer 

El nr 14 006 17

Inngangsspenning 12 – 36V

Utgang 20A  
2 utganger (max 10A pr utgang)

Dimmesignal DALI, Impuls, 0/1-10V eller fasedim

Omgivelsestemperatur -20 - +50°C

Dimming 100-0%

Frekvens PWM 1 500 Hz

Kapslingsgrad IP20

Mål (LxBxH) 170 x 53,4 x 28 mm

D A L I+P u s h +P h a s e C u t+0/1-10V L E D D im m e r

F u n c tio n i n tr o du c tio n

Im po r ta n t: R e a d A ll I ns truc tions P rior to I ns ta lla tion

12-36V DC power input

• DO NOT select dimming input with power applied to the device. 
• DO NOT install with power applied to device. 
• DO NOT expose the device to moisture. 

P r o du c t D a ta

S a fe ty & W a r n in g s

• Multifunction 4 in 1 LED Dimmer, with DALI, AC push, 0/1-10V and Phase Cut dimming interfaces
• Dip switch to select different dimming interfaces
• 1 channel 12-36VDC output, max. 20A
• Supports both leading edge and trailing edge dimming input
• Complies to DALI standards IEC 62386-102, IEC 62386-207
• Match all DALI systems in the market
• 1 DALI address assigned by DALI master
• Compatible with universal phase cut dimmers
• To work with power repeater to expand output power unlimitedly.
• Waterproof grade: IP20
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D IP  S witc h t o S e le c t D im m in g I n pu t
Before wiring, please first select dimming input interface by DIP switch depending on the control system used. 
Different dimming interfaces can not be wired and used simultaneously. Only 1 of the 4 can be selected and 
wired at  a time.   
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Voltage RemarksOutput

Current

12-36VDC Constant voltage1x(240-720)W1x20A

Output
Power Size(LxWxH)

170x53.4x28mm 2mA

DALI
Consumption

0%-100%

Dimming
Range
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Temperature

- 20� ~ + 50�
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DA Input Voltage: DC 12-36V

Output Current: 1x20A max
Output Power: 1x(240-720)W

0/1-10V Signal Input

DALI/AC Push Signal Input

1 channel PWM output
(with 2 groups of terminals 
in parallel connection, each
group loads max. 10A)

Phase Cut Dim Signal Input

Dimming
Input

DALI&AC Push&
0/1-10V&Phase Cut

D A L I A ddr e s s A s s ig n e d b y D A L I M a s te r s
While select DALI dimming input, DALI address can be assigned by DALI Master controller automatically, 
please refer to user manuals of compatible DALI Masters for specific operations. 

DIP switch to select 
dimming interface

12
-3

6V
 D

C
IN

P
U

T

V-

V+

V+

V-

LE
D

 O
U

T
P

U
T

V+

V-

O
U

T
P

U
T

12
-3

6V
 D

C
IN

P
U

T

V-

V+

V+

V-

LE
D

 O
U

T
P

U
T

L

N

V+

V-

O
U

T
P

U
T

12
-3

6V
 D

C
IN

P
U

T

V-

V+

V+

L

N

DA

Phase Cut Dim

DA
DALI

GND
0/1-10V

Phase Cut Dim
DALI &AC Push & 0/1-10V

V-

LE
D

 O
U

T
P

U
T

DA+ DA-

V+

V-

O
U

T
P

U
T

Phase Cut Dim
DALI &AC Push & 0/1-10V

12
-3

6V
 D

C
IN

P
U

T

V-

V+

V+

L

N

DA

Phase Cut Dim

DA
DALI

GND
0/1-10V

V-

LE
D

 O
U

T
P

U
T

L
N

DALI dimming
12-36V 
Powersupply

Universaldimmer
14 006 17

Universaldimmer
14 006 17

12-36V 
Powersupply

Universaldimmer
14 006 17

12-36V 
Powersupply

Universaldimmer
14 006 17

12-36V 
Powersupply

L

N

DA

Phase Cut Dim

DA
DALI

GND
0/1-10V

Phase Cut Dim
DALI &AC Push & 0/1-10V

Phase Cut Dim
DALI &AC Push & 0/1-10V

L

N

DA

Phase Cut Dim

DA
DALI

GND
0/1-10V

Impuls dimming

0/1-10V dimming

Fasedimming

LED Universaldimmer
Svært fleksibel multi LED dimmer som kan styres  
med flere ulike dimmemetoder: DALI – impuls – 0/1-10V  
og fasesnitt/faseavsnitt. Tilkobling på sekundærside av  
LED driver.

● LED dimmer 1 kanal
● Ved fasedimming må DIPswitch aktiveres! 
 Se illustrajon!

D A L I+P u s h +P h a s e C u t+0/1-10V L E D D im m e r

F u n c tio n i n tr o du c tio n

Im po r ta n t: R e a d A ll I ns truc tions P rior to I ns ta lla tion

12-36V DC power input

• DO NOT select dimming input with power applied to the device. 
• DO NOT install with power applied to device. 
• DO NOT expose the device to moisture. 

P r o du c t D a ta

S a fe ty & W a r n in g s

• Multifunction 4 in 1 LED Dimmer, with DALI, AC push, 0/1-10V and Phase Cut dimming interfaces
• Dip switch to select different dimming interfaces
• 1 channel 12-36VDC output, max. 20A
• Supports both leading edge and trailing edge dimming input
• Complies to DALI standards IEC 62386-102, IEC 62386-207
• Match all DALI systems in the market
• 1 DALI address assigned by DALI master
• Compatible with universal phase cut dimmers
• To work with power repeater to expand output power unlimitedly.
• Waterproof grade: IP20
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Before wiring, please first select dimming input interface by DIP switch depending on the control system used. 
Different dimming interfaces can not be wired and used simultaneously. Only 1 of the 4 can be selected and 
wired at  a time.   
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Current

12-36VDC Constant voltage1x(240-720)W1x20A
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Consumption
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DA Input Voltage: DC 12-36V

Output Current: 1x20A max
Output Power: 1x(240-720)W

0/1-10V Signal Input

DALI/AC Push Signal Input

1 channel PWM output
(with 2 groups of terminals 
in parallel connection, each
group loads max. 10A)

Phase Cut Dim Signal Input

Dimming
Input

DALI&AC Push&
0/1-10V&Phase Cut
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While select DALI dimming input, DALI address can be assigned by DALI Master controller automatically, 
please refer to user manuals of compatible DALI Masters for specific operations. 

DIP switch to select 
dimming interface
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