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EIB Bus cable

CU-leder, massiv, kl. 1
Solid CU, class 1

Halogenfri compound
Halogen free compound

AL/PE skærm med drain 

wire 0,4 mm fortinnet CU-

tråd
AL-PE screen with drain wire 0,4 

mm tinned CU wire 

Halogenfri compound
Halogen free compound

KNX EIB (European installation Bus) kabler anvendes i intelligente bygninger og industriinstallationer til data og signaltransmission.

Kablet er til indendørs installation. 

KNX EIB (European installation Bus) cables are used in intelligent buildings and industrial installations for data and signal 

transmission.

The cable is for indoor installation.

Konstruktion

Construction

Anvendelse

Application

Egenskaber

Properties

1 2 3 4

Driftsspænding 250 V

Voltage

Prøvespænding 1 kV

Test voltage

Driftstemperatur -30°C - +80°C

Temperature ra

Håndteringstemperatur
Handling temperature

Max. lager temperatur 40°C

Max. stock temperature

Levering  QADDY®

Supply

-5°C - +50°C

Loop modstand 73,2 Ω/km
Loop resistance

Brandprøve

Fire conditions

Halogenfri IEC EN60267
Halogen free

Lederfarver 4-leder: Hvid, rød, gul, sort

Color of cores cable drums

IEC EN60332-1

RoHS

RoHS

REACH

REACH

Ja

Yes

Ja

Yes

Kappefarve Grøn

Color of sheath

Kapacitans 100 nF/km

Capacitance

Isolationsmodstand Min. 100 MΩ/km
Insulation resistance

Bølge impedans 75 Ω ved 1 MHz
Wave impedance

green

Røg

Low smoke

IEC EN61034

1234

Min. bøjeradius 8 x kabeldiameter

Min. bending radious 8 x cable diameter
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Tekniske data

Technical data

Ca. vægt

Cable mass 

approx.

kg/km

EAN-nr

EAN-nr.

All rights reserved. Any unauthorized usage, redistribution or reproduction of part or all of the content in any form will constitute an infringement of copyright. The data are only indicative and should not 
be considered a binding representation or warranty from nkt cables concerning a product’s properties or usability. The data page is not exhaustive and should be read in conjunction with nkt cables 

other product data sheets, whether published or not. nkt cables reserves the right to change the data page without prior notice.

Leder antal 

og diameter 

nom.

Number and 

diameter of 

wires per 

conductor

mm

2x2x0,8

Levering

Delivery

m

QA 1000

El-nr.

Product number.

54 30 83 002 925
5 702950 269210

Udvendig dimension nom.

Outer diameter nom.

mm

5,3


